skram P33-Extension: Set-up Instructions

NOTES:

-installers should wear gloves during set-up process.

table top assembly must remain closed until step 5.

-skram is available for remote support to assist with installation

-CUSTOM VARIANTS MAY EXHIBIT SLIGHT VARIATIONS IN HARDWARE, ATTACHMENT POINTS, ETC BUT BASIC ASSEMBLY PROCESS WILL NOT VARY.

closed configuration extended, prior to leaf engagement

extended configuration



P33-Extension: Set-up Instructions
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PLACE BASE SPACER. ALIGN & LEVEL.

1. Gently place frames in desired location using ‘TABLE BASE SPACER’. It may be necessary to level the bases using a
hardware kit_tabletop assembly to base

4' level at this stage to ensure smooth set-up and operation. When leveler feet are properly engaged, the bases sit
*-(8) 1/4-20x1" flanged button head screw rigidly with no rocking and bases are aligned.
-5/32" hex allen wrench

*qty. may change on custom tables

LOCATE HARDWARE KIT
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PLACE TOP UPON BASES-perform this with top closed (not-extended) ATTACH TOP TO BASES

2. (3) people required. (2) people carefully lift tabletop onto base spacers per above with (1) person below table guiding *4. There are 8 attachment points, 4 per
tabletop into position. side. Engage screws finger tight. Then
3. adjust until holes align. One end at a time, lift fop and remove timber spacers. Then lower top assembly so that rivets fit into

holes in bases. Repeat at other side.

follow with allen wrench to tighten all firmly.
*qty. may change on custom tables
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