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Parts:

14” porcelain diffuser

floor lamp

aluminum arm

bronze hub

foot switch

thumb screw
with washerLED strip

Notes:

-Carefully follow all unpacking, handling, and set-up instructions to avoid damage and ensure proper assembly.
-This product is for dry use only.
-110v power source only.
-Further information regarding the care and use of the materials, components, and finishes may be found by referring to the 
enclosed ‘care and use instructions’.
-Please direct questions regarding the use or installation product or installation to Skram. 

Assembly Instructions: Arak Floor Lamp

Technical Information:
Input

UL Approved

Driver Volts

Fixture Wattage

120-277 VAC

Yes

14-24 Vdc

16.8W

Driver Amperage

Lumens

Color Temp.

CRI

700mA

~615

2700K

90
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Top of lamp arm

1.  Lift lamp from bottom (bronze).  Do not lift from aluminum arm.
2.  Gently remove pre-installed thumb screw and neoprene o-ring washer.
3.  Hold porcelain diffuser with top side up and carefully slide down over top end of lamp arm.
4.  Align slotted hole on diffuser with tapped hole on lamp arm.
5. Carefully engage threads of thumb screw/washer.    
6.  Tighten thumb screw only until neoprene washer begins to exhibit minor compression and porcelain 
is secure.  Over-tightening of thumb screw will result in fracture of porcelain diffuser.

Assembly Instructions: Arak Floor Lamp


